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ESTABLISHED 1845 

W. & L. E. GURLEY 


Makers of Engineering and Surveying Instruments 

TROY, N. Y. 


BRANCH: SEATTLE, WASH. 


Products. 

Tr \nsits ; Levels. 

Plane Tables ; Alidades. 

Compasses; Sketching* Cases; P>eaman ” Stadia 

Are. 

Leveling and Stadia Rods; Flagstaff*; Tripods. 

Automatic Water Stage Registers; “Trice” Hy¬ 
draulic Current Meters ; Hook Cages. 

Dealers in Chains, Tapes, Aneroid Barometers. 
Anemometers, Binoculars. Field Classes, Drawing In¬ 
struments and Materials, Scientific Books, etc. 

Manufacture. 

From raw material to finished product every detail 
is of Curley construction, thus insuring a perfection 
of manufacture—a precision of operation and adjust¬ 
ment—which has secured for Gurley instruments 
merited recognition among leaders of the engineering 
profession. The Curley has been the accepted Standard 
of Quality for three-fourths of a century, which is evi¬ 
denced by its close identification with big engineering 
accomplishments, both past and present. 

Guarantee. 

All instruments, when purchased directly of us, arc 
warranted correct in all their parts, we agreeing, in the 
event of any original defect appearing after reasonable 
use, to repair or replace with new and perfect instru¬ 
ments, promptly at our own cost, express charges in¬ 
cluded; or money and express charges paid by pur¬ 
chaser will be refunded. 

Prices and Terms. 

Catalogue prices are net cash, f.o.b. Troy, N. Y., 
or Seattle, W ash.; or c.o.d. with privilege of examina¬ 
tion, if requested. Safe delivery guaranteed. 

General Characteristics of Gurley Transits. 

Long compound tapered centers; 4-screw ribbed 
leveling head ; shifting center ; radially ribbed and dished 
limb and plate ; horizontal and vertical limbs graduated 
on sterling silver ; waterproof flush verniers at 30° to 
line of sight, reading to P; waterproof compass box, 
with variation arc; sensitive telescope level, graduations 
on metal scale; superior quality telescope lenses with 
brilliant illumination, flat field and sharp definition; 
erecting eyepiece, platinum cross wires and stadia wires; 
telescope reverses either end; center point on top; dust 
guard. Packed in mahogany box, with plummet, read¬ 
ing glass, etc. 

Limb I—Figured in two rows, the outer row 0 to 
360°, the inner row in quadrants 0 to 90°. 

Limb IV—Two rows of opposite inclined figures, 
0 to 360°. 


Gurley Precise Transits with One Piece Truss Standard. 


Especially designed for railroad, bridge, municipal 
and other work requiring the highest degree of pre¬ 
cision. 



NO. I6-A, 10-A, OR 29-A PRECISE TRANSIT 



No. 16-A 

No. 10-A 

No. 29-A 

Diameter of horizontal limb, ins. 

Length of needle, ins. ... 

6 7 

3 5 

6 25 
3.5 

5.65 

3 

Length of telescope, ins. 

11 

11 

8 

Power of telescope, diameters. 

26 

26 

20 

Length of telescope level, ins. 

7 2 

7.2 

5 

Radius of vertical arc, ins. 

3 

3 

2.5 

Vertical arc reads to. 


V 


Tripod with cap. 

Split legs 
18 

Split legs 

16 

Extension legs 

Weight of instrument, lbs. 

12 

Weight of tripod, lbs. 

11 

11 

10 

Shipping weight, 2 boxes, lbs. 

75 

75 

70 

Price.. 

$220.00 

$220.00 

$218.00 


Regularly furnished with Limb IV., but Limb I will be substituted if 
desired. 

Full vertical circle with aluminum guard, instead of vertical arc as shown, 
no extra charge. 

If Gradienter is omitted, deduct $12.00 
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Gurley Light Mountain or Mining Transits. Gurley Reconnoissance Transit. 





iff w&i.c GuRinj-I22lB 


NO. 28 LIGHT M.HW'TAIN OR MINING TRANSIT 
Horizontal limb, 5.65 ins. diameter. Graduated to 30', and figured 
like Limb I (Limb IV figuring, if desired, at no extra cost). Reading to 
1' by 2 opposite double verniers. Compass needle, 4 ins. long. Variation 
arc. Telescope, 8 ins. long. Power 20 diameters. Platinum cross wires 
and stadia wires. Level on telescope, 5 ins. long. Vertical arc, 2'/ ins. 
radius, graduated to 30' and reading to 1'. Angle-section standards with 
ample bases. 

Extension leg tripod, closing to 36 ins., weighs 10 lbs. Instrument 
packed in mahogany box. 

• Weight of instrument, 11 lbs. Shipping weight, in 2 boxes, about 
65 lbs. 

No. 28 Light Mountain Transit, as described above.. .Price, $186.00 
No. 27 Light Mountain Transit —Same as No. 28, but with 4 l / 2 \n. 
diameter vertical circle, instead of 2^-in. radius vertical arc.Price, $180.00 
No. 26 Light Mountain Transit —Same as Nos. 27 and 28. but with 
vertical circle or vertical arc omitted.Price, $168.00 


NO. 102 RECONNOISSANCE TRANSI1 

Horizontal limb, 5 ins. diameter. Graduated to 30', and figured like 
Limb I (Limb IV figuring, if desired, at no extra cost). Reading to 1' 
by 1 double vernier. Compass needle, 3]/ 2 ins. long. Variation arc. 
Vertical circle, 4 1 / 2 ins. diameter, reading to 1'. 

Telescope, 9 ins. long. Power 20 diameters. Platimtm cross wires 
and stadia wires. Level on telescope, 4.3 ins. long. Tripod with exten¬ 
sion legs weighs 8 lbs. Instrument packed in mahogany box. 

Weight of instrument, 7H lbs. Shipping weight, in 2 boxes, about 
50 lbs. 

No. 102 Reconnoissance Transit .Price, $146.00 


Gurley Engineers 
Wye Levels. 

The performance 
record of the Gurley 
Wye Level extends 
over a period of 70 
years, and is the best 
recommendation any 
instrument cotil d 
have. 

The Gurley level 
is the standard with 
which all other levels 
are compared. It is 
universally preferred 
for its accuracy, sta¬ 
bility, ease and per¬ 
manence of adjust¬ 
ment, and long wear¬ 
ing qualities. 



NOS. 375, 376, 377 AND 378 ENGINEERS WYE LEVELS 



No. 375 

No. 376 

No. 377 

No. 378 

Length of telescope, ins. 

22 

42 

I X 

12 

14H 

10 

75 

$115.00 

20 

37 

IX 

11 

13 H 

10 

65 

$110.00 

18 

32 

IX 

8 3 T 

13 X 

10 

65 

$110.00 

15 

26 

IX 

8 

11H 

10 

60 

$100.00 

Power of telescope, diameters. 

Aperture of objective, ins. 

Least focusing distance from center of instruments, ft. 

Weight of instrument, lbs. 

Weight of tripod, with solid round legs, lbs. 

Shipping weight, 2 boxes, lbs. 


On No. 378, the eyepiece is focused by spiral movement, instead of pinion. The objective slide is without dust guard. 
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